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Key Features Benefits

HPC AI Server Networking Storage

• Titanium Efficiency (>96.5%)

• Power Density 120W/in^3

• Security Functionality

• Bootloader Live Update

• ITIC Compliance

• HVAC/HVDC Supported

• OCP Compliance

• Modular Design

• Configurable Features

• Series Model with Different Rated Power

• Universal Input Supported

LITE-ON Technology Corp. / Empowering A Green Future

Specification

Output Power

Output Voltage

Output Voltage (Standby) 

Input Voltage

Power Factor

Efficiency

73.5 x 185 x 40(mm)

4000W

54V

12V

208-277VAC, 192-400VDC

0.92 @10% Load ;
0.97 @20% Load

0.99 @50% - 100% Load

3.5% @100% Load 
5% @50% Load 

10% @10% Load

Current Sharing Method Active + Droop

Communications PMBus

80 PLUS® Titanium (>96.5%)

iTHD

LITE-ON Technology Corporation

Specification   PS-2402-XL 

Dimension Details

Specifications are subject to change without notice.

www.liteon.com
+886-2-8798-2888
CIPS-Sales@liteon.com
13F, No. 555, Siyuan Rd., Xinzhuang Dist.,
New Taipei City 242034, Taiwan, R.O.C.
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Form Factor and Dimensions (W x D x H)


